MINI - BON

Mini ball valve

BODY 1
END ADAPTER 2
BALL 3

BALL GASKETS 4

STEM 5
O-RINGS 6
HANDLE 7

SCREW 8

NOTE:

According to UNI EN 13828 in presence of water which could be
aggressive for brass alloy, as agree with UNI EN ISO 6509 stan-
dard, is necessary the brass alloy CW602N. The manufacture is
available on request.

MINI*BON ball valves are manufactured in accordance with EN 13828
standard.

SPECIFICA MATERIALI /| MATERIAL SPECIFICATION

PARTICOLARI /| COMPONENT MATERIALI /| MATERIAL DESCRIZIONE / DESCRIPTION
LR

Body CW 617 N UNI EN 12165 Chrome-plated forged brass
u?2

End adapter CW 614 N UNI EN 12164 Forged brass
m3

Ball CW 614 N UNI EN 12164 Chrome-plated forged brass
u4 R

Ball gaskets P.T.FE. Pure teflon
|5

Stem CW 614 N UNI EN 12164 Nickel-plated forged brass
W6

Stem o-ring NBR Black rubber
7

Handle or [-handle Glass-filled nylon Black

8
Screw 8G steel Zinc-plated steel
www.koka.fi



MINI - BON

Mini ball valve

Art. S.0330 minI-BON
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Ball valve with lever, female/female, chrome-plated

Art. S.0331 minI-BON
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Ball valve with lever, male/female, chrome-plated.

MINI-BON APPLICATIONS

MINI+-BON ball valves are suitable for applications with
FEATURES hot or cold water, compressed air, oils and hydrocar-
Compact design, reduced bore, bons in general.
END CONNECTIONS TEMPERATURE LIMITS
Ends are UNI ISO 228/1 threaded. -10°C + 90°C

Loss of head diagram Pressure/temperature diagram

(tested with water)
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